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The pressure required to drive flow through a microfluidic device is an important characteristic of

that device. We present a method to measure the flow rate through microfluidic components and

systems, including micropumps and microvalves. The measurement platform is composed of two

pressure sensors and a glass tube, which provides series resistance. The principle of the

measurement is the fluid dynamical equivalent of Ohm’s law, which defines the relationship

between current, resistance, and voltage that are analogues to flow rate, hydraulic resistance, and

pressure drop, respectively. Once the series resistance is known, it is possible to compute the flow

rate through a device based on pressure alone. In addition, the dynamic system characteristics of

the device—resistance and capacitance—can be computed. The benefits of this method are its

simple configuration, capability of measuring flow rate accurately from the more easily measured

pressure, and the ability to predict the dynamic response of microfluidic devices.

Introduction

Flow rate measurement is essential to characterizing the

performance of not only whole systems but also microfluidic

components including micropumps and microvalves.1–7 For

low pressure gradient flow (e.g., electrokinetic flow), methods

such as current monitoring, micro particle imaging velocimetry

(microPIV), and fluorescence monitoring are widely used.8,9

Commercialized flowmeters are also available for bulk flow

rate measurement.9–11 While they are convenient, most of these

methods are not appropriate for microfluidic systems due to

their limited response time and high flow rate range.

A typical way to measure the flow rate through a pressure-

driven microfluidic system is to collect fluid at the output,

measure the volume or mass, and divide by the collecting time.

In the laboratory setting, a syringe pump can be used to

generate a known flow rate. When combined with a pressure

sensor, these techniques provide data on the relationship

between flow rate and pressure drop, or device resistance.

However, for syringe pumps in particular, fluctuations in flow

rate due to the gear backlash and precision limitation of lead

screws12 can decrease the accuracy of the measurement. These

errors tend to be especially significant at the low flow rates

often used in microfluidic devices. To reduce the error, a

source of constant air pressure can substitute for the syringe

pump.11 However, then the fluid again needs to be collected at

the outlet port to measure the flow rate for a given pressure.

The major limitations of these methods are that they can

provide neither instantaneous flow rate for time-varying flows

nor information about the dynamic characteristics of a

microfluidic device. Understanding the dynamic response of

components such as pumps and valves, which facilitate

actuation, is critical to evaluating the device performance as

a function of the frequency and pressure of actuation.1,13–15 To

date, most discussions of the dynamic response of microfluidic

devices have been qualitative rather than quantitative.

Clinicians and physiologists have faced a similar problem:

pressure is easier to measure than flow rate, and the dynamic

behavior of systems, such as the vasculature, are critical to

performance. As early as 1905, a pioneer in the field of

hemodynamics, Otto Frank, sought to predict flow rate from

pressure measurements.16 Nearly 50 years later, McDonald17

and Womersley18–21 used measurements of both flow rate and

pressure to compute the resistance and compliance of the

vasculature in order to identify and characterize disease. In this

paper, we combine these approaches and present a method to

compute the instantaneous flow rate through microfluidic

devices based on pressure measurements and to determine the

dynamic behavior of microfluidic systems and components.

Theory

Analogues exist between electrical and fluidic circuits. In

particular, current, resistance, and voltage are analogous to

flow rate, hydraulic resistance, and pressure drop, respectively,

as diagrammed in Fig. 1. The hydraulic resistances of the

upper (R1f) and lower (R2f) tubes in Fig. 1a correspond to R1

and R2 in Fig. 1b, respectively. The distensibility, or

compliance, of the upper and lower tubes correspond to C1

and C2, respectively; and the pressure drops, DP1, DP2 and

DP122, where DP1 = P1 2 P0, DP2 = P2 2 P0 and DP122 =

P1 2 P2, correspond to Vi, Vo and Vi2o, respectively. Although

current is defined as the amount of electrons passing through a

cross-sectional area over a given period of time, which is much
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like a hydraulic mass flow rate, the volumetric flow rate has

been used frequently.22 Indeed, the governing equation for the

hydraulic system is based on Hagen–Poiseuille’s law, which

assumes the fluid is incompressible (i.e., density does not

change over time or space) and thus mass flow rate and

volumetric flow rate are interchangeable.

In microchannels, the flow is often laminar (i.e., low

Reynolds number). Inertial effects are negligible if the

operating frequency is well below the resonance frequency of

the flow.23 Thus, the electrical analogue of inertia, which is

inductance, can be ignored. Capacitance, the electrical

analogue of compliance, can be ignored if non-compliant

tubes (e.g., glass tubes) are used with an incompressible fluid.

Then, electrically, for a constant voltage source Vi, R1 can be

determined by measuring Vi2o and the current at steady state

using Ohm’s law. In addition, for a given R1, R2 can be found

from Vo. The corresponding fluidic terms can be determined in

the same manner. That is, for a constant driving pressure P1,

R1f can be found from DP122 and the steady flow rate (Q) from

eqn (1). Also, R2f can be obtained from eqn (1) and DP2.

Importantly, once R1f is known, Q can be found directly from

DP122 such that direct flow rate measurement is no longer

required. That is, if the lower part of the circuit is a microfluidic

device, its resistance can be determined by measuring only

pressures. This simple method can be used to evaluate the

nonlinearity of microfluidic systems and components for which

the hydraulic resistance is a function of pressure.

DP = RQ (1)

The real advantage of this approach is for systems operating

dynamically. Under dynamic conditions, any compliance that

exists in the system will alter the pressure-flow rate relation-

ship. If a non-compliant glass tube is always used in the

upper position, then a theoretical solution is available. This

configuration, in which one resistor is in series with a resistor

and capacitor in parallel, is termed an RC low pass filter. In

electronics, the cutoff frequency (fc) is defined as the frequency

at which the power output of a circuit is reduced to one-half.

This is equivalent to the frequency where a voltage magnitude

change of 3 dB is obtained. fc is also experimentally found by

eqn (2) where tr is the rise time, or the length of time in which

the output response increases from 10% to 90% of its

maximum.24 Once R1f and R2f are found from steady state

experiments, the compliance of a microfluidic device can be

found by imposing a step change in P1, calculating the rise

time of change in P2 and then solving eqn (2) for C2f.

fc~
1

2pRC
~

0:35

tr
(2)

With the resistance and capacitance of a microfluidic device

determined, its dynamic response can be predicted for an

arbitrary input waveform. For example, if the input signal is

sinusoidal and frequency is well below fc, the output signal

(DP2) will be relatively unchanged. In contrast, at frequencies

well above fc, the output signal (DP2) will be attenuated

significantly, which means the flow rate will be greatly

reduced. If the input signal is composed of pulse shapes, the

output signal will be the average of the input signal at

frequencies well above fc.

Experiment

To validate this method, we first measured the resistance of a

glass tube acting as a series resistance with no compliance.

Then we used the theoretical approach described above to

predict flow rate for an arbitrary pressure waveform, measure

the resistance and compliance of three microfluidic devices

using dynamic step changes in pressure and, finally, predict the

dynamic response of a microfluidic system.

The experimental setup is diagrammed in Fig. 2. A

compressed, dry nitrogen gas source (a) connected to a

regulator (b) was used to pressurize a water column (c).

Between the water column (c) and the system outlet were a

solenoid valve (d) for controlling pressure, a glass tube (R1f)

acting as a series resistance and a microfluidic device (R2f). A

function generator (f) (33220A, Agilent, Palo Alto, CA, USA)

and controller (e) were used to control the solenoid valve (d)

(LHDA1223111H, Lee Company, Westbrook, CT, USA). The

series resistance glass tube was 0.5 mm id and 30 cm long.

Three microfluidic devices were used; each was a PDMS

channel with dimensions as shown in Table 1. Pressure sensors

(p1) upstream and (p2) downstream (models 142PC30D and

142PC15D, Honeywell, NJ, USA, respectively) of the series

resistance, connected via T-connectors, were used to measure

P1 and P2. Pressure data were acquired at 166 Hz and saved on

a PC (g) (PCI-1200 and LabView, National Instrument, TX,

USA). Large diameter PVC tubes (1.7 mm id and 5 cm long)

were used to connect the pressure sensors to the water lines to

minimize viscous losses. The system outlet was at atmospheric

pressure. Time-averaged flow rate was measured experimen-

tally by collecting water at the outlet (h) for one minute; the

sample was weighed using an electronic scale (AB54-S, Mettler

Toledo, Columbus, OH, USA).

Fig. 1 Fluidic system and electrical analogue. The hydraulic resis-

tances of the upper (R1f) and lower (R2f) tubes in (a) correspond to R1

and R2 in (b), respectively. The distensibility, or compliance, of the

upper and lower tubes correspond to C1 and C2, respectively. The

pressure drops, DP1, DP2 and DP122, where DP1 = P1 2 P0, DP2 =

P2 2 P0 and DP122 = P1 2 P2, correspond to Vi, Vo and Vi2o,

respectively.
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To determine the series resistance R1f, the pressure drop

DP122 was measured for a range of steady flow rates. A

resistance value at each flow rate was calculated. R1f was

found by best-fit linear regression to these data. To validate

this measured series resistance, the theoretical resistance value

of a circular tube was calculated assuming Poiseuille flow

from:

Rf~
128mL

pD4
(3)

where m is fluid viscosity, and L and D are the length and

diameter of a circular tube, respectively.

Then, P1, P2 and time-averaged flow rate were measured

for an arbitrary, time-dependent P1 waveform. The instanta-

neous flow rate was calculated according to eqn (1), given

R1f, and integrated to obtain a predicted time-averaged

flow rate. This procedure was performed with only a series

resistance (no microfluidic test device), a series resistance

and a glass tube in place of the microfluidic test device and a

series resistance and a microfluidic test device (device C in

Table 1).

To determine the resistance and compliance of the micro-

fluidic test devices, P2 was measured for dynamic step

changes in P1. The rise times in DP2 were found for each

device for a range of pressure step heights. The theoretical

resistance values for the microfluidic test devices were

calculated from:

Rf~
12mL

wh3
1{

h

w

192

p5

X?

n~1,3,5

1

n5
tanh

npw

2h

� � !" #{1

(4)

where w and h are the channel width and height, respectively.9

Then, C2f was computed according to eqn (2). Finally, to

validate these computed resistance and compliance values, a

model for the first order system was created using the MATLAB

Simulink. The experimental and model-generated data were

compared.

Results and discussion

Series resistance

The constant inlet pressure was well maintained with the

experimental setup and a designated level of pressure was

easily obtained by adjusting the air pressure regulator. R1f,

calculated by the least squares method from experimental data

at a range of pressures, was 199.27 kPa s mL21, which was in

close agreement with theoretical value (201.05 kPa s mL21).

Given this value for R1f, time-averaged flow rate through the

system was predicted for an arbitrary, time-dependent pressure

waveform (see electronic supplementary information (ESI),

Fig. S1).{ Again, the experimental measurements were in close

agreement with the predicted values (Table 2).

Dynamic pressure curve

The responses of the microfluidic devices to dynamic step changes

in pressure are shown in Fig. 3. Line P shows the pressure drop

across the entire system (DP1) while the other lines indicate the

pressure drop across each of the three devices (DP2). Note, line P is

unstable at the rising edge of each step (see circled region, Fig. 3).

This type of oscillation, or ringing, is typically caused by

inductance in a system, which we have assumed to be negligible.

Indeed, the Reynolds number under these conditions range from

100 to 1000, which is within the laminar flow regime. To

determine the source of the oscillation, a balloon popping test was

performed; that is, the dynamic response of the pressure sensor

itself was evaluated by applying a step input that is generated

when the balloon pops.25 The result was similar to the ringing in

Fig. 3, which suggests that sensor error is responsible. As

expected, there was a similar oscillation in DP2 when a glass tube

was substituted for the test device. When there was no oscillation

region in line P, a bubble inside the system was identified.

Compared to the input waveform, all devices showed

delayed rise times. Since R2f of each device was measured in

Fig. 2 Schematic of measurement system. A compressed, dry nitro-

gen gas source (a) connected to a regulator (b) was used to pressurize a

water column (c). Between the water column and the system outlet

were a solenoid valve (d) for controlling pressure, a glass tube acting as

a series resistance and a microfluidic device.

Table 1 Specifications for the microfluidic devices

Category Device A Device B Device C

Width/mm 500 500 1000
Height/mm 240 240 100
Length/mm 274.4 274.4 274.4
Membrane thickness/mm 40 140 100

Table 2 Comparison of measured and predicted time-averaged flow
rate for an arbitrary, time-dependent pressure waveforma

Flow rate/mL min21 R only R + G R + C

Computed 20.079 6.834 6.621
Measured 20 6.77 6.675
Error (%) 0.4 0.9 0.8
a R: Series resistor, G: Non-compliant glass tube, C: Device C.
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response to steady flow, the rise time could be used to compute

C2f according to eqn (2). Both R2f and C2f were calculated for a

range of pressures (Fig. 4 and 5). Device C had higher

resistance due to its smaller cross-sectional area (0.1 mm2 vs.

0.12 mm2 for A and B) and higher aspect ratio (10 vs. 2.1 for A

and B); the channel aspect ratio is inversely related to the

hydraulic radius, a key parameter of flow resistance.9,26 The

decrease in resistance with pressure seen in all devices was

caused by the increase in channel cross-sectional area with

pressure-induced membrane deformation. Thus, the degree to

which the resistance decreased with increasing pressure is an

indication (albeit a qualitative one) of device compliance.

While device C does not have the thinnest membrane (100 mm

vs. 40 mm for A and 140 mm for B), it has the largest membrane

area (i.e., length times width = 274.4 mm2 vs. 137.2 mm2 for A

and B) and so the rate of change of the resistance was greatest

in device C. In confirmation, the compliance of device C was

found to be greater than devices A and B by the rise time

method (Fig. 5). The compliance of device B, which has the

thickest membrane and a membrane area less than or equal to

the other devices was less than that of the other devices, as

expected.

Dynamic response and prediction

The dynamic response of device C for different actuation

frequencies is shown in Fig. 6; this plot demonstrates that the

system behaved like an RC low pass filter with a cutoff

frequency of 1.3 Hz at 45 kPa. Note that for frequencies above

1.3 Hz, the amplitude is reduced whereas for frequencies below

1.3 Hz, it is not.

To estimate the effect of the inductance, the resonance

frequency was calculated (i.e., f0 = 1/sqrt(LC) ¢ 20 Hz) which

verified that the experiment was performed well below the

resonance frequency. Thus, the effect of the inductance on

the current experimental setup can be ignored. Alternatively,

Fig. 3 Response of the system (P) and three microfluidic devices (A,

B and C as in Table 1) to dynamic step changes in pressure. All devices

showed delayed rise times which could be used to compute the

compliance of devices (C2f) according to eqn (2). Note, line P is

unstable at the rising edge of each step (see circled region). To

determine the source of the oscillation, a balloon popping test was

performed25 and the result suggested that sensor error was responsible.

Fig. 4 The calculated resistance of microfluidic devices A, B and C

from constant pressure experiments. Gray symbols are theoretical

values based on eqn (4). Device C had higher resistance due to its

smaller cross-sectional area and higher aspect ratio than other devices.

The decrease in resistance with pressure seen in all devices was caused

by the increase in channel cross-sectional area with pressure-induced

membrane deformation. Thus, the degree to which the resistance

decreased with increasing pressure is an indication of device

compliance.

Fig. 5 The calculated compliance of the microfluidic devices A, B,

and C from dynamic step change in pressure experiments. The

compliance of device C was greater than the other devices because it

had a larger membrane area, despite its smaller membrane thickness.

The compliance of device B, which had the thickest membrane and a

membrane area less than or equal to the other devices was less than

that of the other devices, as expected.
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the critical dynamic Reynolds number can be used to estimate

the effect of inductance.27,28

Finally, the comparison between the measured data and

behavior predicted by a first order RC circuit model using the

resistance and compliance values obtained here is shown in

Fig. 7. The rise curves match exactly; however, there is some

mismatch between the decay curves. Part of the mismatch is

likely due to hysteresis in the device since the decay time was

slower than the rise time. However, the mismatch could not be

eliminated by adjusting the model by the measured decay time.

Thus, other factors likely contribute to the decay error,

including geometric non-uniformities and the non-Hookean

property of the device; these are beyond the scope of this

paper.

Although the experimental setup successfully demonstrated

the capability to analyze the dynamic response of microfluidic

devices, errors induced by entrance and exit effects, valving,

bubbles invisible to the naked eye, and connecting elements

may have influenced our results. To increase the accuracy of

the system, the system should be devoid of bubbles, use rigid

connecting elements, and employ high precision pressure

sensors.

Implications

We have presented a simple experimental method for

calculating the flow rate through a microfluidic device based

on pressure alone and for determining the resistance and

compliance of a microfluidic system based on an electrical

circuit analogue and electrical circuit theory. Quantifying the

resistance and compliance of a microfluidic device, or more

generally, the impedance of a device, with simple pressure

waveforms allows the device response to arbitrary and more

complex waveforms to be accurately predicted. Based on the

early work of Frank,16 McDonald17 and Womersley,18–21

impedance analysis is often used to characterize complex fluid

networks such as the systemic and pulmonary vasculatures29–31

and airways.32,33 Indeed, increasingly impedance analysis is

being used clinically since changes in resistance, compliance

and inertance can be indications of disease.33–35 Applying these

principles to microfluidic systems provides a more thorough

way to characterize components and devices, predict the

dynamic response to arbitrary pressure and flow waveforms,

and easily detect changes in device characteristics such as

resistance and compliance that affect performance.
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